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SUMMARY

The discharge and force characteristics of a group of flapped

auxiliary air outletsj rectangular in cross section_ have been investi-

gated over a range of Mach numbers from 0.40 to 1.90. The results of

this investigation are presented in a series of design charts. The ratio

of outlet total pressure to stream total pressure required to attain a

given discharge-flow ratio is shown to decrease markedly with increasing

flap deflection and to vary strongly with the Mach number of the external

stream. As the flap hinge point moved rearward_ discharge-flow ratios

were found to increase; flaps of aspect ratio i produced better discharge

characteristics than those of aspect ratio 2. The force characteristics

of these flapped outlets show that at a zero discharge rate the flaps of

aspect ratio 2 have much lower drag than those of aspect ratio i. The

flaps of high aspect ratio have shorter chords with less of the flap

exposed to the high-velocity air outside the boundary layer. At low

discharge-flow ratios the difference between the measured thrust at any

discharge-flow ratio and the measured drag at zero flow is generally much

greater than that calculated from the momentum of the discharge air.

This difference is obviously a result of the favorable effect of the jet

on the drag characteristics of the flaps.

INTRODUCTION

The auxiliary air-flow requirements of aircraft have increased sub-

stantially in the past few yearsj and as a result, designers are being

confronted with an increasing number of outlets_ vents_ drains_ and such

openings for which they must know the discharge and force characteristics.

Although inefficient design of an individual outlet discharging small

amounts of air may not seriously impair the aircraft performance 3 the

cumulative effect of many outlets discharging large volumes of air

(approaching i0 percent of that required by the engine) might produce

significant penalties. Other problems arise concerning the most effi-

cient means of bypassing large quantities of air around the engine for
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purposes of matching the requirements of the air flow of the engine with
the flow entering the inlet. For this problem the discharge and force
characteristics of outlets must also be knownif the most efficient design
is to be achieved.

Discharge characteristics of outlets flush with the tunnel wall have
been presented in references i to 3 for Machnumbersup to 1.30. Some
force data obtained at a maximumMachnumberof 0.i are contained in refer-
ence 4, but the use of these data is somewhatlimited because of the low
maximumMachnumber. A limited amount of force data on flush outlets at
speeds higher than 0.I are available in reference 3. The present investi-
gation was undertaken to determine experimentally the discharge and force
characteristics of flapped air outlets up to and through the transonic
speed range. These data are presented in a series of design charts showing
the variations of discharge and force characteristics of flapped outlets
as a function of flap angle. The variables investigated include flap
angle_ hinge location, and aspect ratio. Duct pressure variations as a
function of flap angle and Machnumberare also presented. All tests
were conducted over a Machnumberrange from 0.4 to 1.30.

SYMBOLS

A

AF

CT

ACT

M

Ptje

Pt_

P

q

r

minimumoutlet area_ sq ft unless otherwise noted

flap aspect ratio (ratio of flap span to flap chord)

measuredthrust coefficient, T/qA

apparent thrust coefficient, CT - CT(w=O)

total length of outlet parallel to stream, in.

tunnel Machnumber

outlet total pressure, ib/sq ft

free-stream total pressure, ib/sq ft

static pressurej ib/sq ft

stream dynamic pressure, pV2/2, ib/sq ft

radius of curvature of outlet_ in.

T thrust, ib
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u

V

w

X

Y

P

8

8f

w

pVA

Cp

H

velocity within boundary layer, ft/sec

stream velocity, ft/sec

outlet-discharge mass-flow rate 3 slugs/sec

distance downstream from front of outlet, in.

distance perpendicular to surface_ in.

tunnel air density, slug/ft3

boundary-layer thickness 3 in.

flap angle j deg

discharge-flow ratio,

Outlet discharge flow

Tunnel discharge flow through area equal to outlet area

pressure coefficient_

Duct static pressure - Free-stream static pressure

Pt,_

boundary-layer-displacement thickness, fO (1 - _)dy

boundary-layer-momentum thickne ss_ / 0 (1 - _)_ dy

boundary-layer-shape parameter, g*/_

APPARATUS AND PROCEDURE

The transonic tunnel used in this investigation has a rectangular

test section _ inches high, _ inches wide, and 17 inches long as is

shown schematically in figure i. The plenum chamber below the slotted

bottom wall of the tunnel was connected to a vacuum pump, and the speed

for Mach numbers above 0.95 was varied by adjustment of the rate of air

removal from the chamber. The top wall was solid, with a rectangular

shaped cutout in which the combination outlet and force dynamometer was

mounted. All flaps_ therefore_ projected downward from the top wall of
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the tunnel. The outlet air was supplied from upstream of the test sec-
tion at a total pressure always less than the tunnel total pressure. A
metering nozzle mounted in the supply pipe was used to determine the mass
flow through the outlet.

The basic outlet configuration used in this investigation was the
samefor all tests, the individual flaps being attached as shownin fig-
ure 2. Both the upstream and downstreamends of the rectangular shaped
outlet were curved and had a 2-inch radius tangent to the surface. The
length _ of the outlet was 1.865 inches_ and the location of the hinge
line x was the distance measureddownstreamfrom the front of the out-
let. Other significant dimensions of the outlet are also given in fig-
ure 2. Thirteen different models were tested with flap angles varying
from approximately 0° to 37° . Nine of the flaps tested were of aspect
ratio i and four were of aspect ratio 2. Becausethe outlet and flap
width were held constant at i inch_ a change in aspect ratio was achieved
by using flaps with shorter chords. For these tests the flap hinge posi-
tion was changed three times and is expressed as the ratio of flap-hinge-
point location (measuredfrom the outlet front) to total outlet length x/Z.

The outlet area A is defined as the minimumcross-sectional area
between the downstreamend of the flap and the outlet wall. Figure 3
showsthe variation of outlet area with flap angle for the different flap
aspect ratios and flap-hinge-line locations.

In these tests discharge and force data were recorded cohtinuously
on automatic data plotters as a function of stream Machnumber. All pres-
sures required to obtain discharge and stream characteristics were con-
nected to individual pressure cells and then transmitted electrically to
continuously recording, null-balance, potentiometers. Pressure leads to
the various pressure cells were kept short to minimize any time lag. The
tunnel total pressure was measuredat a point in the duct upstream of the
test section_ and the stream static pressure was measuredat a point just
upstream of the outlet. These two pressures together with the stream
total temperature defined the stream conditions. The outlet discharge
rate was obtained from pressures recorded from pipe taps in the outlet
air-supply line upstream and downstreamof the metering nozzle. (See
fig. i.) A pressure tap in the air-supply line just upstream of the out-
let was used to obtain the outlet total pressure.

The force dynamometerwas of the floating-body type previously
described in reference 3. This balance, rectangular in shape3 is shown
schematically in figure 2. Basically 3 it consists of a floating body
supported by two flat cantilever springs. All axial loads, either drag
or thrustj are transmitted through the springs to unbondedstrain-gage
elements and from there to the continuously recording potentiometer. A
small clearance gap surrounds the floating body. The larger air gap_ as
shownin detail A (fig. 2)_ was for the purpose of allowing any pressure
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differential that might exist between the upstream and downstreamend
of the balance to equalize and thereby minimize the tare force. Two
unbondedstrain gages were used. The strain gages were balanced both
mechanically and electrically to compensatefor any temperature changes.
The maximummovementof the floating body at full load was 0.0015 inch.
A labyrinth seal separated the top of the floating body and the outlet
air-supply line. This gap was kept as small as possible and was cali-
brated for leakage flow as a function of the pressure ratio in the out-
let chamber. All data have been corrected for this slight leakage flow.
The floating part of the balance was insulated from the tunnel_ and a
light was installed to warn of any contact between the balance and sur-
rounding areas.

The methods used to obtain the data usually required a maximumof
six separate tests for each model at values of discharge flow ranging
from zero to a maximum. Before each test the valve in the outlet air-
supply line was set for a given mass flow. The speed was increased
slowly from a Machnumberof zero_ and data were recorded continuously
with increasing speed_ a time interval of 3 to 4 minutes being required
to cover the entire Machnumberrange. After each test the speed was
decreased to zero and the valve setting was changedto give a different
outlet discharge-flow rate. Data recordings were always madewith speed
being increased in order to maintain a consistent method of testing.
Check runs madewith the speed being decreased showedonly minor differ-
ences in results.

Since all outlets are either partly or completely submergedin the
boundary layer at the tunnel wallj it is apparent that the conditions
u_der which this investigation was conducted are of interest to the
designer. The characteristics of the boundary layer measuredat a point
on the tunnel wall just upstream of the flaps are shownin figure 4 as a
function of stream Machnumber. Each of the boundary-layer parameters_
b_ _*_ _j and H_ decreases with increasing speed.

RESULTSANDDISCUSSION

The discharge and drag characteristics of the outlets at Machnum-
bers from 0.4 to 1.30 are presented in figure 5. In each part of fig-
ure 5 the discharge-flow rate is presented nondimensionally as the ratio
of outlet discharge flow to the tunnel discharge flow through a stream
tube having a cross-sectional area equal to that of the outlet. This
outlet discharge-flow ratio is presented as a function of the ratio of
outlet total pressure to stream total pressure Pt_e/Ptj _. The outlet
drag (or thrust) is also presented in figure 5 in coefficient form as a
function of the discharge-flow ratio w/pVA. Becausethe testing tech-
nique adopted for this investigation resulted in simultaneous variations
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of stream Mach number, outlet-pressure ratio, and discharge-flow ratio,

these curves were obtained from cross plots; accordingly, no data points

appear in these figures.

For a flap angle of approximately 0°, comparisons show that the

ratio of the outlet total pressure to the free-stream total pressure at

zero flow f w - O_ is very close to the ratio of free-stream static

\oVA /

pressure to total pressure as obtained from compressible-flow tables at

the desired Mach number (ref. 5). As the flap angle is increased, how-

ever, the outlet-pressure ratio decreases below the free-stream pressure

ratio. A comparison of the slopes of the individual curves for a con-

stant Mach number at different flap angles in figure 5 reveals that,

below discharge-flow ratios of approximately 0.6, the rate of change of

w/0VA with Pt,e/Pt, _ for Mach numbers equal to or greater than 1.00

is essentially independent of flap angle. At Mach numbers less than 1.00

the rate of change is independent of flap angle below discharge-flow

ratios of approximately 0.35. In these ranges the curves showing varia-

tions of w/oVA with Pt_e_Pt,_ for each Mach number have approximately

constant slopes. It seems probable that the discharge flow was primarily

two-dimensional up to discharge-flow ratios of approximately 0._5 for Mach

numbers less than 1.00 and 0.6 for Mach numbers equal to or greater than

1.003 but above these values a three-dimensional effect was introduced

by air bleeding out on either side of the flaps, at Sf _ O, which thereby

permitted a higher discharge-flow ratio at a constant outlet-pressure

ratio. Since the outlet air was supplied at a pressure always equal to

or less than the tunnel total pressure, the available pressure ratio can

never exceed a value of unity. It should be noted that the discharge-flow

ratio will increase with outlet-pressure ratio without limit since, even

after choking, the mass of air being discharged continues to increase

with outlet total pressure as a result of the increasing density.

The thrust coefficients shown in figure 5 for values of constant

Mach number are based on the same minimum outlet area that was used in

the mass-flow calculations. Negative values of the thrust coefficient

indicate drag. With no air being discharged from the outlet (w/0VA = 0),

the drag of the outlet varies with flap angle_ that is, an increase in flap

angle produces a corresponding increase in drag. As air is discharged, how-

ever, a thrust force corresponding to the axial component of the momentum

of the air leaving the outlet is produced. At discharge-flow ratios where

the curves for the measured thrust coefficient interfere with each other

(fig. 5), the spread of the curves is represented by hatching rather than

by individual lines. Above discharge-flow ratios of approximately 0.5 the

effect of Mach number becomes greater, and for most flaps a systematic

decrease in CT with increasing Mach number is noted. A comparison of

data of figure ) at the higher flap angles shows a reduction in Mach
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number effect at high discharge-flow ratios with an increase in the

spread of CT occurring at low discharge-flow ratios.

Design Charts

Flow characteristics.- Design charts from which the pressure ratio

required to obtain a given discharge-flow ratio may be read as a function

of flap angle are presented in figure 6. These data were obtained by

cross-plotting the basic data shown in figure 5. Charts are presented

for Mach numbers from 0.40 to 1.303 for flap aspect ratios of i and 23

and for three flap-hinge locations. The specific flap angles for which

data are available are shown by short vertical bars along the abscissa

at each Mach number. Dashed sections of the curves at values of con-

stant w/0VA represent extrapolation of the data.

For a flap with an aspect ratio of i and the hinge line in the

forward location (x/_ = 0), the pressure ratio required to obtain a given

discharge-flow ratio (figs. 6(a) and 6(b)) decreases markedly with

increasing flap deflection. This decrease becomes relatively small for

flap angles above 25o3 and higher flap deflections are therefore of lit-

tle advantage except as a means of increasing outlet area. The decrease

in outlet-pressure-ratio requirements with increasing flap angle is a

result of decreasing pressure on the downstream side of the flap3 which

in turn produces a pumping effect on the discharged air. The lines for

different mass-flow ratios are generally parallel_ thus; the rate of

change of pressure ratio with flap angle for many configurations does

not depend to any great extent on the discharge-flow ratio. Since the

outlet area required for a given discharge-flow rate is inversely pro-

portional to w/oVA 3 an increase in the available discharge-flow ratio

with increasing flap deflection ,(Pt,e/Pt,_ being constant) reduces the
l

outlet area required.

Comparisons of the results in figures 6(a) to 6(f) show that moving

the hinge point rearward in general increases the value of w/0VA at

given values of the pressure ratio and flap angle. Since the static pres-

sure immediately behind the flap is lower than the free-stream static

pressure 3 it is apparent that the outlet static pressure must increase

with distance downstream of the flap. Thus_ moving the hinge line for-

ward subjects a smaller percentage of the total outlet area to the lower

static pressure behind the flap3 whereby the pumping is decreased.

Although the discharge-flow ratio does increase at a constant pressure

ratio because of the rearward movement of the hinge line_ the actual mass

of discharged air decreases as a result of a corresponding decrease in

cutlet area. At high flow rates a significant decrease is noted in the

flap angles required to attain a given discharge-flow ratio as the hinge
line moves rearward.
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Changesin flap aspect ratio were achieved by reducing the chord
length of the flap. Comparisonsof data for flaps of aspect ratio i
(figs. 6(a) to 6(f)) with those for flaps of aspect ratio 2 (figs. 6(g)
to 6(j)) show that flaps of aspect ratio i produce better discharge
characteristics than those of aspect ratio 2_ which require a higher
pressure ratio to achieve a given w/pVA. Also, as w/pVA and bf
increase_ the pressure ratio required for the higher aspect ratio becomes
increasingly greater. Thesehigher pressure requirements are a result of
the reduced pumping of the shorter flaps of aspect ratio 2 which lie more
completely within the boundary layer. Since the ratio of flap height to
boundary-layer thickness varies with changing aspect ratio 3 the pressure-
ratio requirements may dependmore on the boundary-layer thickness than
on aspect ratio. Movementof the flap-hinge location produced the same
effects as were previously shownfor the flaps of aspect ratio i.

Duct _ressures.- In many applications auxiliary air outlets are
intended for intermittent operation_ in which case the pressure in the

duct exhausted by the outlet may be an important factor from considera-

tion of the drag or of the structural characteristics. These duct pres-

sures are shown in coefficient formj with Cp plotted against Mach num-

ber for several flap angles in figure 7 at aspect ratios of i and 2.

Negative duct pressure coefficients indicate that the pressures in the

ducts are below free-stream conditions. In general_ the duct pressure

decreases below the free-stream static pressure systematically with

increasing speed up to a Mach number of approximately 1.03 and then grad-

ually increases as the speed is increased further. Values are negative

for all flap angles except for the flaps of aspect ratio 2 at a flap

angle of 0°_ where the duct pressure becomes slightly positive at the

high and low Mach numbers. A comparison of curves for aspect-ratio

effects shows that larger negative values may be obtained by using the

flaps of aspect ratio I. These results indicate that flapped outlets

are much more effective as a means of reducing the pressure in a duct

than conventional flush outlets. Duct pressures which are b_low the

stream static pressure by values up to 50 percent of the stream dynamic

pressure may therefore be obtained simply by increasing the flap angle.

Changes in flap-hinge location at a constant flap angle produce negligible

effects in the duct pressure coefficient.

Force characteristics at w/pVA = 0.- The design of flapped outlets

requires not only a knowledge of the outlet discharge characteristics but

also of the force characteristics. Since there are times when no air is

being discharged from the outlet_ the designer must know both the drag

due to the flaps at zero discharge and the thrust or drag produced when

air is being ejected into the stream. All flapped outlets for which

discharge characteristics have been presented were mounted in a force

dynamometer in order to determine the resultant forces in a streamwise

direction over a range of discharge-flow ratios and stream Mach numbers.

The results of these tests at zero discharge rate are shown in figure 8.



NACATN 4007 9

Since an outlet will normally produce a thrust force, these data are
presented in the form of thrust coefficient; negative values of CT
indicate drag. Results are given as a function of flap angle for dif-
ferent hinge-point locations, flap aspect ratios, and Machnumbers.

The curves of flap angle plotted against drag show a systematic
increase in drag with increasing flap angle. A marked increase in the
slope of curves of CT plotted against 5f (fig. 8) is noted at flap
angles on the order of 5° to 7° for flaps of aspect ratio i. At flap
angles less than 5° to 7° the flaps are completely immersedin the bound-
ary layer_ and the drag variation is small. Oncethe angle becomeslarge
enough for the flap to extend beyond the boundary layer, the slopes of
the curves increase abruptly and approach constant values for flap angles
greater than 15°.

As the hinge point of the flap is movedrearward (x/_ increased),
the drag coefficient increases considerably; the drag force, however, is
unchanged. The changes in drag coefficient are due to a decrease in the
cross-sectional area of the outlet which accompanies a rearward movement
of the hinge line. The outlet area rather than the flap projected area
has been used in nondimensionalizing the drag measurementsin order to
maintain consistency with the presentation of the discharge character-
istics. The outlet cross-sectional areas which are shown in figure 3
as a function of flap angle facilitate conversions of CT to other func-
tions of flap area.

Outlets with flaps of aspect ratio 2 have much lower drag than those
with flaps of aspect ratio 13 particularly at high flap angles where the
drag produced is approximately i/3 of that produced with the flaps of
aspect ratio i. In all instances, as the aspect ratio is changed, there
is a corresponding change in outlet area; however, the flap projected
area is muchsmaller in proportion than the change in outlet area. Per-
haps the most important factor in this decrease in drag with increasing
aspect ratio is the fact that a much larger percentage of the flap area
is immersedin the boundary layer. As previously stated, a change in
aspect ratio was madeby varying the flap chord and keeping the width
constant.

Force characteristics at w_pVA > 0.- The resultant force in a

streamwise direction for various flapped outlets at different rates of

discharge are presented in figure 9. The measured thrust coefficients

vary greatly with the flap angle, hinge-line location, and aspect ratio.

With low discharge-flow ratios the measured force was positive only at

relatively low flap angles_ as the discharge-flow ratio increases there

is a corresponding increase in CT and also in the minimum flap angle

at which thrust rather than drag is obtained. In the range of these

tests a thrust was measured regardless of flap angle at discharge-flow

ratios of the order of 0.4 to 0.5 or greater. Increases in the negative
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slopes of the curves of CT against 6f occur in the low Machnumber
range as the discharge-flow ratio increases; however, the slopes at low
values of _f change to positive slopes at a Machnumberof 1.30. In
general, Machnumbereffects are very small at low values of discharge-
flow ratio, the smallest thrust being produced at M = 1.00. At high
discharge-flow ratios and flap angles up to approximately 15° there is
a general decrease in CT with increasing speed.

The decrease in the measuredthrust coefficient produced by moving
the flap hinge point rearward is primarily a result of decreasing cross-
sectional area. Hinge-point location x/Z has almost no effect on CT
for flap angles of 0°, but as the flap angle increases the effects become
significant. Low-speeddata by Rogallo (ref. 4) also showeda decrease
in CT as the hinge point was movedto the rear.

Effects of aspect ratio on the measuredthrust coefficient of flapped
outlets, for constant discharge-flow ratios_ are also shownin figure 9.
At constant deflection angles, flaps of aspect ratio 2 give appreciably
higher values of CT than flaps of aspect ratio i for angles in excess
of i0 °. This difference is partly a result of the lower drag coefficient
of flaps of aspect ratio 2 at zero discharge; however, previous compari-
sons of the discharge characteristics at a constant total-pressure ratio
have shownin figure 6 that larger flap angles are required for flaps of
aspect ratio 2 to attain a given discharge-flow ratio. This requirement
of higher flap angles reduces the apparent advantage of the flaps of
higher aspect ratio. Since the area required remains constant, for a
given discharge-flow ratio, a direct comparison of CT determines which
aspect ratio is most effective. It thus becomespossible_ under certain
conditions, to obtain a higher thrust with the flaps of aspect ratio i.
The set of conditions selected by the designer therefore determines which
flap is superior from a consideration of thrust.

Comparisonof Experimental With Calculated Thrust

Shownin figure i0 are curves of the apparent thrust coefficient as
a function of discharge-flow ratio. The apparent thrust coefficient ACT
is defined as the difference between the measured thrust coefficient at
any discharge-flow ratio and the thrust coefficient at zero flow. Maxi-
mum ACT for any given discharge-flow ratio occurs at low flap angles
for subsonic Machnumbers, a gradual decrease in ACT occurring as 8f
is increased. These trends reverse at Machnumbersof 1.00 and 1.30
because there is an increase in maximumvalues of ACT with increasing
flap angle. Flap angle had the smallest effect at a Machnumber of 1.00.
At low discharge-flow ratios the rate of change of ACT with _f is
small, regardless of Machnumber; however, as w/DVA increases there is
a continuous increase in slope, particularly in the low-speed range.
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Also shownin figure i0 are theoretical curves of ACT plotted
against w/pVA for each Machnumber. The equation for the calculated
thrust coefficient defined in terms of the momentumof the discharged
air is given in reference 3. For discharge-flow ratios up to approxi-
mately 0.55 the experimental values of ACT at all Machnumbersor flap
angles are greater than the calculation predicts. At low flap angles and
subsonic Machnumbers, the experimental ACT is as muchas i00 percent
higher than the calculated thrust. This difference obviously occurs as
a result of a decrease in the drag of the flaps, which is caused by a
favorable effect of the jet of discharging air on the pressure on the
downstreamside of the flaps. This effect was also observed in
reference 4.

CONCLUSIONS

From this investigation of the discharge and force characteristics
of flapped outlets it is concluded that:

i. The pressure ratio required to attain a given discharge-flow ratio
decreases markedly with increasing flap deflection.

2. Discharge-flow ratios increase as the flap hinge point movesrear-
ward at a constant pressure ratio and flap angle.

3. Flaps of aspect ratio I produce better discharge characteristics
than flaps of aspect ratio 2 as a result of the fact that a flap of
higher aspect ratio has a shorter chord and less of the flap is exposed
to the high velocity regions of flow.

4. Reducing the flap chord by one-half, thereby doubling the aspect
ratio and reducing the flap projection above the wall boundary layer,
reduces the drag at a zero discharge-flow ratio. Flaps of aspect ratio 2
generally yield a higher measuredthrust coefficient over the entire mass-
flow range; however, it is possible under certain conditions to obtain a
higher thrust with flaps of aspect ratio i.

5. The apparent thrust produced by the discharged air from flapped
outlets is generally greater than that calculated from the momentumof
the discharged air.
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6. Duct pressures which are below the stream static pressure by as
muchas 50 percent of the free-stream dynamic pressure maybe obtained
with the flaps of low aspect ratio at high flap angles.

Langley Aeronautical Laboratory,
National Advisory Committee for Aeronautics_

Langley Field, Va., April i, 1957.

REFERENCES

i. Nelson, William J., and Dewey, Paul E.: A Transonic Investigation of
the Aerodynamic Characteristics of Plate- and Bell-Type Outlets for
Auxiliary Air. NACARML52_H20,1952.

2. Dewey, Paul E.: A Preliminary Investigation of Aerodynamic Character-
istics of Small Inclined Air Outlets at Transonic MachNumbers.
NACATN 3442, 1955. (Supersedes NACARML53CI0.)

3. Dewey, Paul E., and Vick, Allen R.: An Investigation of the Discharge
and Drag Characteristics of Auxiliary-Air Outlets Discharging Into a
Transonic Stream. NACATN 3466, 1955.

4. Rogallo, F. M.: Internal-Flow Systems for Aircraft. NACARep. 713,
1941.

_. AmesResearch Staff: Equations, Tables, and Charts for Compressible
Flow. NACARep. 1135, 1953. (Supersedes NACATN 1428.)



I_CA TN 4007 13

0
l>

r._

I
I

_[ 0 r

0

_>

0

0

0

_4

_q

.0

_q

_._

4-_

,-t
0

4_

0

%

,-t

%

@
!

.r-I



14 NACA TN 4007

0

0

.r-t

u3

0
.r-t

,--t
,-t

,<

,-I

0
O
h
0

4-)
Q)

,--t

0

0

,-4

I1)

!



NACA TN 4007 19

OJ

\

O

C4 I l|

cO _D --_ OJ

• u? Tog c'ga,,re %gI%nO

O

kD

OJ

CO
OJ

OJ

o

_D

CO

-:_

O

I

O

b0
-M

O

q_
O

O

,o

.r-I

!

I1)

,,,-4



16 NACA TN 4007

.!6

.14

.12

.lO

•5 .6 .7 .8 .9

Mach number

1.0 1.1 1.2 1.3

(a) Boundary-layer thickness.

.o24

.020

•016

.012

.4 .5 .6 .7 .8 .9

Mach ntm_e r

1.0 i.i 1.2 1.3

(b) Boundary-layer-displacement thickness.

Figure 4.- Variations of tunnel-wall boundary-layer parameters with
stream Math number.



F
NACA TN 4007 17

01

0
,.,-I

,.m

!

CD

,-4
!

"S"
v

l
,-I

,.-I

0

+._

o

_ ta 0

! ©



18 NACA TN 4007

O

\ \\ \

\

0000
_._O_

!,II i
I I

_D

o_1

0

CO

0

oJ

I

0

_'_'- _....... 0 _"0_0-_ _ -_---_ _-- -- O_

O0 I_- _.D _ _" I_ _1

LO

o"

I-

co

6
II

o_

II

o_

Od

o
0

I
II

co

J
Q#
,.H

,,,.-t

0
0

4._

0

0

m

0

0

4._

0
-r-t
4_

'o
,-t

t_O
%

r/l

4-_
I1)

,-t
4-_

0

!

.r-t



NACA TN 4007 19

\ \ \\

\

\

\
\
\

o

\

oooo
x _Qm

O _ --

I
I
I

il

m

m
r

--...

_0

0

CO

l-

r.D

P,I

0

I'

0
_J'

0_,. 0 _ m

•

_" _ 04 -- 0

c_
II

mo

X

,-.-I

II

le,,

,--4

0

II

g-4
00

,1:1

4

0

!

Q)



20 NACA TN 4007

O

m

o

I

O

...,.... _ O_ _..__.

0

0_," 0 - __

oo

I_-

"-._"--_ __ .

0

I--

II

x _

.r-t

o
o



NACA TN 4007 21

O

L

i

m

t_

O

04

O

I

,¢

I

II

II

e_

o

II

co

v

o
K)

!



22 _CA TN 4007

O

1

m

I

1

m

1

m

O

L
O

I

I

O

0_'0 _ _-_

\

m _ .._:. 0

c;
II

N

,--t

II

m_

,-4
Od

0
L_
C_

II

_0

o
c)

!

,.;-I



NACA TN 4007 23

o
_j"

\

\
\ \ \

\

\
\,

\

\
\

\

\ \ --_i\\
\

oooo
_o_
0 _ --

,!l
l i

_D

OJ

o

O0

0

(D

-- OJ

o

OJ

l

o

0_" 0 _ __ o_

..._o,---...__

1,0

_ _ -_ 0

oJ

o

II

X

II

0
0

II

oO

v

o
r...)

!

-r-t



24 NACA TN 4007

oJ

4--

m

O

oJ

o

oJ

I

O

0

II

Ig,,

II

e_

o

II

0o

t_
v

i1)

4-_

o

!



F

mACAT_,_4007 25

0

--L

_m

0

0

I

I

I'

0

d
d
II

o_

II

o_

o
gN
(M

II

0o

-r.I

O

!



26 _CA T[_ 4OO7

\
\

\
i

0000
_-0_

0

'II
I i
I i

,]
I

I_

0

0

I

0

0_,"0

-....

o_

0{)

I-

(_)

LO rr) oJ
0,I

0

c;
.-:I-

0

U

II

e_

_0
.-.H-

o
0"_

II

_o

o_

!



NACA TN 4007 27

O (D

\\\ '_
\\

\

\
\

\

0000

O ----

"I,II i
I i

,ilI

o_

O

co

(M

O

I-

{D

i

O

0

II

o_

(kl

II

,-4

0

II

4

4._

0

!

Q)

"1-t



28 NACA TN 4007

O

__+ _

+ +

O

_D

O

_h

f

I'

.... O

OZo _ _._._ _.

I\
_'_ e,l _ O"

b,-

Q)

c;
II

X

o4

II

o_

o

N_

II

co

8

a)

4_

o

!



_CA TN 4007 29

O

\

\

\ \

\

\ \
\

\\

\

000o

_._. Q_.

I,I
I ,
I I

I

0

:o

_D

-- 0

OJ

I'

o

o') 0o

to

_. 0

I--

C9

6
c_J

0

II

N

o_

Od

II

e_

tc_
,-4

0

II

4

4_

0
0

I



30 NACA TN 4007

o

\

0000
_0_

0

0

I
I

OO

F.-

m

oJ

0

I

0

O_

_-__ oo
gg'O

t_

0 _ _ l _

8

c;
OJ

o

11

r_

N

&.,
It

0

t'--"

II

oO

,--t

0

I

..,.4



NACA TN 4007 31

i.o

Pt,e

Pt,o0.8

.-t I
-4 0 4

,.o__
.9 __

P
_ _-_

NToo ___:_

.6

W

pV-q-E

-4 0 4 8 12 16

-4 0 4 8

W

pVA

-_--t- _ -0--- --

M=0.40

L i tl
a 12 16 20 24 28 32

_f, deg

' ' _ed

36 40

J I

M=0.70

20 24 ZB B2 3_ 40

_f , deg

I l

M=0.85

(a) AF = i; x/B = O; M = 0.40, 0.70, and 0.85.

Figure 6.- Pressure ratio as a function of flap angle for varying outlet

discharge-flow ratios. Bars along abscissa indicate flap angles
tested.



32 NACAI_N4007

1.0 _

.9 _

.8

.7
Pt,e

Pt,o0.6

.5

.4

.3
--4

.7

Pt,e .6
Pt,o0

W

-.. "---__

! I
0 4 8

I [

M = 1.00

12 16 20 24

W

I.o _. pVA

.9 _ "_.o

.8 "-.. "_ .8 "_

_ _-----.6

_ "_ .4

.2
-4

_f , deg

M=I.30

[ i I
--- - Extn:lpo_oted

!

J

_ -t----4 - - - L ....

I
I

i t
28 32 36 40

.......

32 36 40

I
0 4 B 12 16 20 24 28

_f, deg

(b) AF = i; x/Z = O; M = 1.00 and 1.30.

Figure 6.- Continued.



F
NACA TN 4007 55

1.0

.9
Pt,e

Pt,o0
8

.7
-4

1.0

.9

Pt,e .8

P--_-,O0 .7

.6

.5
__g

1.0

.9

.8

Pl,e . _ _

_o _ ____

.5

.4
-4

W

M=0.40

I 1
0 4. 8 12 16 20 24 28 32 36 40

_f, deg

...... _.._..... _......._ --.. pVt_ ' M_0.70

-----_ __ ._-_

I I
0 4 8 12 16 20 24 28 32 36 40

._f , deg

M=0.85W

_ '_ _ pVA

•._-----._______________ -----q---_--- ....

I I
0 4. e 12 16 2Q 2q 28 32 :56 40

_ f , deg

(c) AF = i; x/Z = 0.20; M = 0.40, 0.70, and 0.85.

Figure 6.- Continued.



34 NACA TN 4007

l I l l
bl= 1.00 ----- Ext_oololed

I I

I ...........

16 20 24 28 32 36 40

_f , deg

I.o

M= 1.30

.9 __ ....... pVA

Pl,oo _ -_

.3

I

_0 _ _---_______

4 8 12 16 20 24 Z8 32 36

_f, deg

4o

(d) AF = i; x/I = 0.20; M = 1.O0 and 1.50.

Figure 6.- Continued.



IIACA TN 4007 35

I0

t,e
I
i

Pt,co .8

i

-4 0 4 8

1.0

.9

Pt,e .8

Pt ,(30

.7

.6

--4

1.0

.9

.8

Pt,e
_.7

P! ,00

.6

.5

.4
IL

W

/oVA / - 'Extro_

2 16 20 24 28 32 36 40

(_f , deg

I W _ '
"-" _ -'_ _J " ,',VA M=,O.70

""- -.. _ I.O----_J t"

0 4 8 12 16 20 24 28 32 36 40

_f , deg

"--.....

I
4 8 12

-_A M=0.85

.... 1-/122222-

....... Z ,
-.2-______.... F£LVZ-1 --b- -

I
16 28 32 36 4020 24

(Sf , deg

(e) A F = i; x/Z = 0.40; M = 0.40, 0.70, and 0.85.

Figure 6.- Continued.



36 _CA _ 4OO7

1.0

.9

8

7
Pt,e

Pt ,0o
6

.5

.4

1.0

.3

.9

.8

.7

Pt,e
.6

Pt ,GO

.5

.4

W

-T
" "-- _ pVA

, t
0 4 8

I [

M = t.00 ..... Ex_p(_oted

12_ 16 20 24 28 $2 36 40

_f , deg

.3

.2
-4

__I_

(f) A F = i; x/_ = 0.40; M = 1.00 and 1.30.

Figure 6.- Continued.



I,IACATN 4007 37

.9

Pt,e

Pt ,00
8

t.0

.9

Pt,e 8
Pt ,00

.7

.6
__L

1.0

.9

8

Pt,e__..7

Pt ,CO

6

.5

.4
--4

0 4- 8

16 20 24

_f , deg

W

.____ pVA M:O.70

I
12 16 20 24 28 :52 :56

f, deg

' ' 'W I ' I

o 4

40

-_ --.4- -r---CZL-

-__ _ -r-_#ZL_t3L

8 12 16

I
20 24 28 :52

8f ,deg

J
56 40

(g) AF = 2; x/Z = O; M = 0.40, o.7o, ariao.85.

Figure 6.- Continued.



38 NACA TN 4007

i.o

.9

8

.7

Pt,e

Pt,o0 6

.5

.4

.3 - _

-_ 0 4

I --_ w' ' ' T- I i

8 12 16 20 24 28 32 36 40

_f , deg

.2
-4 0 4 8 12 t6 20 24 28 32 36 40

_f , deg

(h) A F = 2; x/Z = 0; M = 1.00 and 1.30.

Figure 6.- Continued.



NACA TN 4007 39

i0

Pt,e ,9

Pt,oo
.8

i

7
__Z

1.0

.9

Pt, e 8

Pt,o0

.-7

6
-4

0 4 8

0 4

W

--W pVA -' Extral:x:_oted
..... 8---- _1

t tl
_2 _6 20 24 8 32 36 40

_f , deg

W' I 1

/oVA M=0.70

.6_

'[7
.4
-4 0 4

8 12 16 20 24 28

f , deg

W

pVA
.8--.

I I
M=0.85

.6 Z__

.4-L_

t
32 36 40

I

....
_-- 2,-...... --- q - --l-----4---__J__

l
12 16 20 24 28 32 36 40

f , deg

(i) AF = 2; x/Z = 0.20; M = 0.40, 0.70, and 0.85.

Figure 6.- Continued.



40 NACA TN 4007

1.0

9

8

.7
Pt,e

Pt ,00
6

,5

.4

1.0

,7

Pt,e .6

Pt,o0

.5

] .... _ I I

! / ,_VA M = I.OO I

0 4 8

7

12 6

w T I

/_VA M= b.3o

Extropototed

i

0 4 8 12 16 20 24 28 32 36

_f , deg

4o

j) A F = 2; x/Z = 0.20; M = 1.00 and 1.50.

Figure 6.- Concluded.



;J
NACA TN 4007 41

0p

.04

-.04

--.08

--.12

--.16

--.20

\

i

Sf , deg

/

//

.4 .5 ,7 .8 .9 1.0

Much number
I.I 1.2 1.3

_) AF = i; x/_= o.

.04

0 _ --

.... <
Cp -.o8

--.12

--.16

i

Sf , deg

5

--.20
3 4 5 6 7 8 9 i o z I 12 13

Much number

(b) AF = 2; x/?, = O.

Figure 7.- Variations of vent pressure with Mach number at zero flow.



42 NACA TN 4007

.2

-.2

-.4

-.6

0

CD

c-

"_ -.4

0

o --.6

H 0

-.2

-.4

-.6

, r r I t
M = O. 40 Extrepoleled

_ __D... _

M=,O.70 [

_ _-:-_-T-'-_ _ ....

M = 1.00

--2 _ _'-.z_ Z_---

--.4 "_

l " \
--6 0 o z

0.20 1

0.40 1

0 2

0.20 2

-.8 l I
-4 0 4 8 12 16 20

M= 1.30 _'_ _

24 28 52 36 40

f , deg

Figure 8.- Thrust coefficient as a function of flap angle for zero

discharge-flow rate. w__ = O.
pVA



NACA TN 4007 43

16

1.4

12

1.0

4-

U

.8

.6 1.0 "_I__

.8

.6

.4

.6

.4

.2

0

-2 2 -

-.2

W

pVA=O, 8

p--_=0.6

W

pVA = 0I4

p--_=0.2

I

x/Z AF

0 0 1

0.20 i
0._-0 1

0 2

t_X 0.20 2

f
..... E_'a_lot_

--.4
--4 0 4 8 12 16 20 24 28 32 36 40

_f , deg

(a) Mach number = 0.40.

Figure 9.- Design charts of thrust coefficient as a function of flap

angle for various discharge-flow ratios.



44 NACA TN 4007

6

0
u

1.8

16

1.4

1.2

1.0

.8

.g:

!--
.6

.4

.2

0

1.0

_8

.6

.4

2

I
L

p_/A=o.8

_L¢-.

w

pv--A-=0.6

i 1

! xtz AF
0 m 1

o.2o 10.40 i

O 2
!_ o .20 2

m
4 Extropol_ed
[

T

L-_|
i

p-_A = O. 4

w =0.2
pVA

0 4 8 12

- -4--

16 20 24 28

_f, deg

32 36 40

(b) Mach number = 0.70.

Figure 9.- Continued.



NACA TH 4007 45

_o

O

1.6

1.4

1.2

1.0

.8

1.0

.8

.6

.4

.6 .2

,4

.2

0

--,2 2

0

-,2

--,4

-.6

--4

I
0

i

w
pVA =0.8

o

w

pV _-=-o.6

p_/A = o 4

=02

,

4- 8 12 16

•0°20 1
0.4o l

o 2
iN. 0.20 2

.... Ex_ed

"---.... --- _.

"t]..

f

"-In,,

20 24

_f , deg

28 52 56 40

(c) Mach number = 1.00.

Figure 9.- Continued.



46 NACA TN 4007

1,4

1.2

1.0

.8

.6

,.,,._-

0

2 .6

I-

.4

2

0

--.2

--.4

.8

.6

.4

.2

0

2

0

p_A=o.§

w

pVA-°6 --

p_A= 0.4

I I I

........ Extrapolated

_TT._ _

-2

--_ p_/A=O.2 --

_ x/l AF__

\ _ (,J'O 1
[ ,_ o _4 [ • , .Po

--4 0 4 8 12

i

r

16 20 24 28

f , deg

32 56 40

(d) Mach number = 1.30.

Figt_e 9.- Concluded.



}IACATN 4007 47

1.6

1.4

1.2

1.0

C T 1 8

/I///_

co'cu'o'e  i_!, deg/
0 /

I0 //_z20 _/3O/

,f// /

.6 / /_

/ ,

.4 /_//

2 "/_/M=0.401

O0 .2 4 .6

W

pVA
1.6

1.4

1.2

1.0

ACT ,8

6

.4

/

.2 .4 6
W

pVA

2

.8

f

1.0

I

/NOT

0
0 .8 I0

I

ACT

6

4

2

0

8

6

4--

2

o/
0

6

14.

12

0

8

6

4.

2

0 o

t
/

/

///_

//

'2

2_

n 1

.2 .4 .6 .8
W

pVA

,/
S;'

M= 1.3(

.2 .4 .6 .8
W

pVA

1.0

1/t

I

.0

Figure i0.- Comparisons of apparent thrust produced by flapped outlets

with calculated values. AF = i; x/Z = O.

NACA - Langl(!y Fleld, Va.


